
Features & Benefits:
• Smooth, auto polished, tri-bevel needle designed to

MAXIMIZE COMFORT & REDUCE PAIN

• Single-use retractable safety lock-out feature to prevent
accidental needle sticks &  improve infection control

• To use: twist off cap and push against skin

• Available in 5 colour-coded gauges for easy recognition

• Packaging and IFU in English, Spanish, French & German

• Meets EU sharps Directive 2010/32/EU 

 

Sterile single-use safety lancets

SuperLite Lite Universal Professional HiFlow

Pressure-Activated Safety Lancets

WHEN COMFORT AND SAFETY MATTER

For ordering information

Microdot Customer Care 
UK: 01480 482920 / 0800 088 3920 Mon-Fri 9am-5pm ROI: 1850 211896 Mon-Fri 9am-5pm
help@microdot.biz | www.microdot.biz 
Cambridge Sensors Ltd. Unit 9 Cardinal Park Godmanchester Huntingdon PE29 2XG UK

30g /1.8mm 28g /1.8mm 26g /1.8mm 23g /2.2mm 21g /2.2mm

Features & Benefits:
• Smooth, auto polished, tri-bevel needle designed to

MAXIMIZE COMFORT & REDUCE PAIN

• Single-use retractable safety lock-out feature to prevent
accidental needle sticks &  improve infection control

• To use: twist off cap and push against skin

• Available in 4 colour-coded gauges for easy recognition

• Packaging and IFU in English, Spanish, French & German

• Meets EU sharps Directive 2010/32/EU 

 

Sterile single-use safety lancets

SuperLiteSuperLite SuperLiteLite SuperLiteUniversal SuperLite

PIP 394-9641 PIP 394-9633 PIP  394-9658 PIP 394-9625

Professional

Pressure-Activated Safety Lancets

WHEN COMFORT AND SAFETY MATTER

For ordering information

Microdot Customer Care 
UK: 01480 482920 / 0800 088 3920 Mon-Fri 9am-5pm ROI: 1850 211896 Mon-Fri 9am-5pm
help@microdot.biz | www.microdot.biz 
Cambridge Sensors Ltd. Unit 9 Cardinal Park Godmanchester Huntingdon PE29 2XG UK

30g /1.8mm 28g /1.8mm 26g /1.8mm 23g /2.2mm
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